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REVISIONS

REV. DESCRIPTION DATE DESIGN

C.W                  2017.3.1

C.W                  2017.3.1

I.L                  2017.3.1

NOTE:
1. MATERIAL:
   1.1 HOUSING: THERMOPLASTIC(UL94V-O), NATURE
   1.2 ACTUATOR:THERMOPLASTIC(UL94V-O), BLACK
   1.3 CONTACTS: PHOSPHOR BRONZE, TIN 60u"MIN  FOR
                               SOLDING AREA AND GOLD PLATED 1u"MIN FOR
                               CONNECT AREA,ALLOVER PLATED NI 30u" MIN
   1.4 FITTING NAIL: BRASS , TIN 60u"MIN  FOR SOLDING
                                  AREA ,ALLOVER PLATED NI 30u" MIN
2. SPECIFICATION
   2.1 CURRENT RATING:0.5A 50V AC/DC,
   2.2 CONTACT RESISTANCE: 40 mΩ MAX
   2.3 INSULATION RESISTANCE:500 MΩ MIN AT 500V DC
   2.4 OPERATING TEMPERATURE RANGE:-40°C  TO  +85°C
   2.5  WITHSTANDING VOLTANG:250V AC/ minute

0.
40

±0
.1

5

1.20±0.051.20±0.05
C±0.10

0.50±0.05

B±0.05

6.
00

±0
.1

0

7.
00

±0
.1

5

0.801.
20

5.
70

0.80 1.
20

5.
70

(0.50)
1.35±0.15

3.10+0.10
-0.05

A±0.30

110°

(5
.0

0) 2.
20

0.10

0.20±0.03

SECTION A-A

SCALE 1:1

A

A

0.
30

±0
.0

8

SKTS

68

DIM A DIM B DIM C

80
96

60
PART NUMBER

FC60-10522T01A0-B
FC68-10522T01A0-B
FC80-10522T01A0-B
FC96-10522T01A0-B

35.0
33.50 35.90

45.0
47.50 49.90

29.50 31.90
39.0

39.50 41.90
53.0



FCXX-10522T01A0-B

FCXX-10522T01A0-B

RoHS Compliant

Website:www.bsc-elec.com

Email:bestcreate@bsc-elec.com

REVISIONS

REV. DESCRIPTION DATE DESIGN

C.W                  2017.3.1

C.W                  2017.3.1

I.L                  2017.3.1

SKTS

68

DIM D DIM E

80
96

60
35.85 36.50

49.85 50.50

31.85 32.50

41.85 42.50

D±0.03

B±0.05
0.50±0.03 0.32±0.03 0.

40
+0

.1
0

-0
.2

0

2.
30

±0
.5

3.
00

±0
.0

5
4.

60
±0

.1
0

3.
00

±0
.0

5
4.

60
±0

.1
0

0.60+0.05
-0.02 0.60+0.05

-0.02

E±0.1

0.36  Max

0.30+0.03
-0.02

0.36 Max

8.
00

 M
in

补
强

板
长

度

含皮膜总厚度

金手指厚度

4.
00 0.
50

（
线

宽
）

APPLICABLE FFC RECOMMENDED DIMENSION

蓝白裸线（不接地线）

对准线

D±0.03

B±0.05
0.50±0.03 0.32±0.03 0.

40
+0

.1
0

-0
.2

0

2.
30

±0
.5

3.
00

±0
.0

5
4.

60
±0

.1
0

3.
00

±0
.0

5
4.

60
±0

.1
0

0.60+0.05
-0.02 0.60+0.05

-0.02

E±0.1

0.36  Max

0.30+0.03
-0.02

0.36 Max

8.
00

 M
in

补
强

板
长
度

含皮膜总厚度

金手指厚度

4.
00

0.
50

（
线

宽
）

APPLICABLE FFC RECOMMENDED DIMENSION

一体补强板铝箔FFC线（接地）

对准线

金手指面

金手指面

0.70±0.03
3.00±0.03

1.
50

±0
.0

2
3.

60
±0

.0
2

0.70±0.03
3.00±0.03

接地区域

接地区域

B±0.04

1.55±0.05

2.
10

±0
.0

5
4.

60
±0

.0
5

3.20±0.05
0.50±0.03 0.30±0.02

5.
50

±0
.0

5

2.
10

±0
.0

51.55±0.05

3.20±0.05

DIM B

33.50

47.50

29.50

39.50



FCXX-10522T01A0-B

FCXX-10522T01A0-B

RoHS Compliant

Website:www.bsc-elec.com

Email:bestcreate@bsc-elec.com

REVISIONS

REV. DESCRIPTION DATE DESIGN

C.W                  2017.3.1

C.W                  2017.3.1

I.L                  2017.3.1

 包产品区域20 PCS.

W

Ø
 3

80

20 PCS.

400 MIN.

F±
0.

15

1.
75

W
±0

.3
0

E0

4.00

2.00 4.00 Ø1.50

DETAIL A

DETAIL A
SCALE: 4:1

0.
20

±0
.0

5

R0.75±0.10
1.50±0.05

1.
70

±0
.0

5

标签

XX PCS

护角
纸板

纸板

注意：

-上带自粘，剥离力20~120gf
-装载的箱子不要超过6个。

-请防止过度撞击。

-请注意温湿度控制。

 产品

防水袋

干燥剂

纸箱:
400*400*315标签
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