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ITEM DESCRIPTION MATERIAL OR PLATING
1 RJ主体

2 MOLDING
3 RJ 端子

4 RJ 外壳

5 尾端子

6 导光体

7 底座

8 灯座

9 LED
10
11

12

USB主体

USB端子

USB外壳

PA66+30%GF，/PBT+20%GF UL94V-0，BLACK

C5191 T=0.35mm，接触区选择性镀金，

C2680 T=0.20mm，镀镍30u“MIN 
C2680  T=0.35mm.亮锡100u"/镍底50u"
PC透明 UL94V-0
PBT+20%GF UL94V-0，BLACK
PBT+20%GF UL94V-0，BLACK
环氧树脂，电镀镍锡.
LCP UL94V-0，BLACK
C2680接触区镀金GOLD FLASH，

SPCC，T=0.30mm，镀镍30u“MIN 

PA66+30%GF，/PBT+20%GF UL94V-0，BLACK
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-30dB MINIMUM AT 1MHz TO 100MHz
9.CROSS TALK:

-12dB MINIMUM AT 60MHz TO 80MHz
-16dB MINIMUM AT 30MHz TO 60MHz
-18dB MINIMUM AT 1MHz TO 30MHz

8.RETURN LOSS:

-1.0dB MAXIMUM AT 1MHz TO 100MHz
7.INSERITION LOSS:

R4,R5,R6(INPUT)TO C3,C6(OUTPUT)=1500VAC FOR 1 SECONDS
R1,R2,R3(INPUT)TO C1,C2(OUTPUT)=1500VAC FOR 1 SECONDS

4.HIPOT:

PINS:((C1-C2)OUTPUT),((C3-C6)OUTPUT）=1.2 OHMS MAXIMUM
3.DCR:

R2-R3(INPUT),R4,R5(INPUT)=350uH MINIMUM
2.LX.(100KHz,100mV,8mA,DC Bias)

R4-R5(INPUT) TO C3-C6(OUTPUT)=1:1±5%
R2-R3(INPUT) TO C1-C2(OUTPUT)=1:1±5%

1.TR:(100KHz,0.1V)

ELECTRICAL CHARACTERISTICS:

SCHMATIC:

R2-R1(INPUT) TO R1-R3(INPUT)=1:1±4%
R4-R6(INPUT) TO R6-R5(INPUT)=1:1±4%

C4-C5(OUT) TO SHELL 800PF-1500PF
5.CAPACITANCE@1KHz,1V

C7-C8(OUT) TO SHELL 800PF-1500PF

R2-R3(INPUT) TO C1-C2(OUTPUT) 同相@100KHz
6.PHASE

R4-R5(INPUT) TO C3-C6(OUTPUT) 同相@100KHz
R2,R4(INPUT);C1,C3(OUTPUT为+

焊接区亮锡100u"，镍底30u”MIN

焊接区镀亮锡100u“，镍底30u”

RJ01- 3 1 A X - 203

RJ45+USB FEMALE CONNECTOR WITH LED LIGHT 100Mbps


