
ITEM PART NUMBER DESCRIPTION Q`TY

1 1WEIGHT:0.0045g

NOTE:UNLESS OTHERWISE SPECIFIED
     1.DIMENSION SHALL BE INTERPRETED PER ANSI Y14.5M-1994.
     2.DIMENSION MARKED WITH"▼"SHOULD SPECIFIED ON INSPECTION PLAN.
     3.CONTACT RETENTION FORCE:0.2 N MIN.
     4.CONTACT MATERIAL:COPPER ALLOY.
     5.INSULATOR:HIGH TEMPERATURE PLASTIC UL94 V-0.
     6.CENTRE CONTACT FINISH:GOLD PLATED 5u"MIN,OUTER CONTACT FINISH:
       GOLD FLASH 1u"MIN.ALL LVER 50u"NICKEL MIN,UNDER PLATED.
     7.LOW PROFILE:1.5MM MAX,MATING HEIGHT.
     8.APPLICATION FREQUENCY UP TO 6G HZ.
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MHF serles mlcro coaxlal connector plug vertlcal(ground

contact:gold platlng)

RoHS Compliant

C.W                  2017.3.1

C.W                  2017.3.1

I.L                  2017.3.1 RF HEADER(MHF 4 Receptacle)
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PACKING DIRECTION

PROTECT TAPE

LABEL

PULL DIRECTION

PRODUCT

COVER TAPE

PAPER BOARD

CARTON

LABEL

1:INFORMATIONS OF THE PACKING

X.X Q`TY/REEL Q`TY/CARTON

178.0 3000pcs

PAPER REEL

30000pcs

330.0 10000pcs 100000pcs
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RoHS Compliant

RF HEADER(MHF 4 Receptacle)


