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REVISIONS

REV. DESCRIPTION DATE DESIGN

NOTES:
1.MATERIAL:

1—1 HOUSING:LCP E130i UL 94V—-0 COLOR:BLACK

1—2 CONTACT:COPPER ALLOY C2680 T=0.20MM

1—3 SHELL:STEEL ALLOY SUS304 T=0.30MM
2.PLATING:

2—1 TERMINAL:

GOLD PLATEN(SEE TABLE) ON CONTACT AREA
AND 2.54» m[1008” IMIN. MATTE-TIN ON SOLDER TAIL
WITH ENTIRE CONTACT UNDERPLATED 1.271 m[501” IMIN.NICKEL.

2-2 SHELL: 1.278m[508 ” IMIN. NICKEL PLATED.
3.ELECTRICAL CHARACTERISTICS:

3—1 CONTACT CURRENT RATING:0.5A MIN.

APPLIED VOLTAGF RATING:40V AC
3—2 CONTACT RESISTANC:INITIAL 30 MILLIOHMS MAX
AFTER TEST:CHANGE FROM INITIAL VALUE 30 MILLIOHMS MAX.
3-3 DIELECTRIC STRENGTH:UNMATED CONNECTORS APPLY 500V AC
MATED CONNECTOR APPLY 300V AC
3—4 INSULATION RESISTANCN:100 MEGAOHMS MIN.(UNMATED)
10 MEGAOHMS MIN.(MATED)
4.MECHENICAL CHARACTERISTICS:

4—1 MATING FOURCE:4.5KGF MAX.

4—2 UNMATING FORCE:1~4KGF.

4—3 DURABILITY: 10000 CYCLE.

4—5 INSERTION FORCE OF CONN INTO PCB 2.0KGF MAX
5.RECOMMENDED PROCESS:

5—-1 WAVE SOLDER PEAK TEMPERATURE 270°C,10SEC MAX.

5-2 REFLOW SOLDERING (SMD COMPONENT),OVEN TEMPERATURE:260°C,5SEC.
6.RoHS AND HALOGEN—FREE COMPLIANT.
7.SALT SPRAY 48HR PASS.

8.88 REF

6.04 REF.

4.10£0.15
3.10£0.18
1.504+0.20

OVERMOLD OR BOOT

O

2.00 MIN

PART NO. INFORMATION
DP09-F X X5 R - 001

PACKAGE
GENDER R: TAPE REEL T:TRAY

F: FEMALE
: HOUSING COLOR
M: MALE - conTaCT PLATED 2: WHITE
: GOLD FLASH 5: BLACK
: GOLD 3U” 9: NATURE

GOLD 5U™ HOUSING MATERIAL
10U A: LCP  B: PBT
: GOLD 15U” C: PAQT D: PABT
: GOLD 30U” E: PA46 F: PA66

oD
9}
o
—
o

Bestcreate Technology Limited

TOLERANCES UNLESS OTHERWISE SPECIFIED:

DESIGN:

LL

X. + 0.30 X.: + 1°

DATE: TITLE
DISPLAY PORT 20P H=6.55MM, CH=3. 40MM

2017.3.1 L=12. 73MM REC, STD, DIP TYPE

CHECKED:

X + 0.25 X =+ 1.5
XX + 0.20 XX +

C.W

DATE:
MATERILA: PART NO: SIZE:
2017.3.1 DPO9—FXX5R—001 A4

REV:
A

UNIT

mm

SCALE

Website:www.bsc—elec.com

APPROVED:

Email:bestcreate@bsc—elec.com

C.V

DATE: FINSHE: DWG NO:
2017.3.1 DPO9—FXX5R—001

QUALITY S
SYMBOLS
| 3

4
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