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M: MALE

NOTES:
1.MATERIAL:
1.1 INSULATOR:LCP E130i WITH 30%
1.2 CONTACT:BRASS C2680 T=0.20M
1.3 SHELL:STAINLESS STEEL 304 T=0.5MM
2.ELECTRICAL CHARACTERISTIC:
2.1 LOW LEVEL CONTACT RESISTANCE:30m  MAXIMUM.
2.2 DIELECTIC WITHSTANDING VOLTAGE:
500 VAC BETWEEN ADJACENT TERMINAL OR GROUND,No Breakdown
300 VAC BETWEEN ADJACENT TERMINAL OR GROUND,No Breakdown
2.3 INSULATION RESISTANCE:100M  MINIMUM(Unmated).
10M  MINIMUM(Mated).
3.MECHANICAL CHARACTERISTIC:
3.1 INSERTION FORCE:44,1N(4.5kgf)MAXIMUM.
3.2 EXTRACTION FORCE:
INITIAL:9.8N(1.0kgf)—39.2N(4.0kgf).
AFTER 2001 TO 10000 CYCLES:4.9N(0.5kgf)—39.2N(4.0kgf).
4.PLATING SPECIFICATION:
4.1 CONTACTS:Ni 50u” MIN. UNDER PLATED,GOLD FLASH PLATED
ON THE MATING AREA OF CONTACT.
MATTE Sn 80u”—100u” MIN. PLATED ON THE SOLDER TALL.
4.2 FRONT SHELL:Ni 50u”MIN. UNDER PLATED OVER ALL.
5.SALT SPRAY TEST:REACH 48H
6.RoHS2+HF
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2440.1 DETAIL 1
1. MATERIAL:
BOX: FIBREBOARD, CORRUGATED, DOUBLE WALL
TAPE: POLYSTYRENES, HEAT—RESISTANT TEMPERTURE: 120°C, Transparent COLOR.
REEL: POLYSTYRENES, HEAT—RESISTANT TEMPERTURE: 70°C, BLUE COLOR.
BAG: POLYETHYLENE, HEAT—RESISTANT TEMPERTURE: 100°C.
2. PEELING STRENGTH: 0.1 ~ 1.3 N (10 ~ 130 GRAMS)
3. PEELING SPEED: 300 mm/min. 450 PCS 10 R 4500 PCS —— KG —— KG
4. EACH BAG SHALL BE INCLUDED DESICCANT. PSC/Reel Reel /CARTON QUANTITY CROSS WEIGHT NET WEIGHT
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