
RoHS Compliant
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C.W                  2017.3.1
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Specification
Voltage Rating : 30V AC/DC
Current Rating : 0.5A(32AWG) / 0.2A(36AWG)  AC/DC
Withstanding Voltage : 200V AC /minute
Insulation Resistance : ≥100MΩ
Temperature Range : - 25℃ to + 85℃
Contact Resistance : ≤20mΩ
After Environmental Testing: ≤40mΩ
Suitable Wire/Cable:AWG #32 to #36,OD:0.39mm max
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3D View

0.8MM(.031")PITCH PCB HEADER/WAFER R/A SMD/SMT

Ordering Information
A0801 W  R  S - XX XX - XX XX XX - XX XX - XX
     1     2   3  4     5    6      7    8    9     10  11   12
1.A0801:Series No.
2.Category:W-Wafer
3.Soldering PCB Angle:R-Right angle/90°
4.Soldering method:S-SMD/SMT,Surface Mount Technology
5.Number of rows&pins:XX
6.Plug the pin & Special No.:Blank-Ordinary;S-with Slot
7.Material(Insulators):LP-LCP,UL94V-0;4T-PA4T,UL94V-0
8.Color:Blank-Natural;BK-Black
9.Environmental protection Standard:Blank-Ordinary
RoHS;HF-Halogen Free
10.Material(Pin):PB-Phosphor Bronze
11.Plating :SN-Bright Tin Plated;AU-Gold flash;AU3-Gold 3U''
12.Package:Blank-Tape&Reel,SPQ:3.5K/reel prefered


