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RoHS Compliant REVISIONS
REV. DESCRIPTION DATE DESIGN
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— J4-40UNC 1.MATERIALS AND_FINISHED
~N INSULATOR : PBT+30% GF UL 94V-0,
0| 7 SHELL : STEEL, NI OR SN FINISHED
o Y Sy 9999999 ¢Q AR CONTACT MATERIAL : BRASS, SELEVITE GOLD FINISHED
HES HOY\ T &) RIVETED INSERT: BRASS MATERIAL ,TIN FINISHED
<2 AN FIBARRRAR N WITH #4-40 THREADED ASSEMBLED
” ) 2.ELECTRICAL CHARACTERISTICS
1388 CURRENT RATING : 3.0 AMP DC
- VOLTAGE RATING: 250 V DC
CONTACT RESISTANCE :30 MILLIOHMS MAX.
DIELECTRIC WITHSTANDING VOLTAGE : 1000 V AC MIN.
INSULATION RESISTANCE : 1000 MEGAOHMS MIN.
3.ENVIRONMENTAL
¢ OPERATING TEMPERATURE: —55°C ~ +85°C
; STORAGE TEMPERATURE:-55'C ~ +105'C
g 1 4 HOW TO ORDER:
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i 2= Male 2 RobisiSal Spray I6(Shel)
£ | gle 09:9Fin  25:25PIN Py
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o mm ; m m ul ' 2|8 15:15Pin_37:37PIN 3 DimA=32
S EH { I“ | “I J H H, EH G:Full Gold K:4.7¥7.2¥12.1 Copper Pillar
3 97 66+0.25 9 SiSelevite Gold Bright TIN ML e
Z S 1G/F 5 5" 7:4.7%6.0*11.7 Copper Pillar
<é 290" 6 10u” 8 30u” 6:4.7*6.0*10.9 Copper Pillar
£ 33”7 15" 9 H55.8:9.5 Hexagonal screwsiron)
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3. Full Sn 7:4.8+10.1 Hexagonal screw(copper)
5. Full NI Hazgg Hexugonal screwEirong )
L: Light blue oEw’?o serem T o HCOPPel
33.32 B: Black C:Attach screw type
W: Winte B:Ass'y screw type
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